TRAFFIC CONES AND BARRELS BID SUMMARY
Bid Request #1-061114

Category 1

TRAFFIX DEVICES, INC.

ITEM:

DESCRIPTION:

EXT COST:

14-Nov-06

0 00
ORDERED
UNIT COST:

0
ORDERED
EXT COST:

Flexible, non-metallic
drum-like
channelizers w/hollow
base ballast in
accordance w/MGS-
93-04D & FS-2070
Table 1

$ 49.86

$ 45.54

$ 43.92

$

139.32

Channelizers w/flat
exterior-mounted fit
flexible rings

$ 6.95

$ 4.95

$ 3.95

Category 1

APEX PINNACLE

ITEM:

DESCRIPTION:

EXT COST:

01-200
ORDERED
UNIT COST:

0
ORDERED
EXT COST:

$

15.85

Flexible, non-metallic
drum-like
channelizers w/hollow
base ballast in
accordance wW/MGS-
93-04D & FS-2070
Table 1

$ 156.20

$ 120.75

$

Channelizers wiflat
exterior-mounted fit
flexible rings

Category 1

COMADE, INC.

ITEM:

DESCRIPTION:

EXT COST:

0 00
ORDERED
UNIT COST:

0
ORDERED
EXT COST.

Flexible, non-metallic
drum-like
channelizers w/hollow
base ballast in
accordance w/MGS-
93-04D & FS-2070
Table 1

$ 56.90

$ 55.27

$ 53.71

$

165.88

Channelizers wi/flat
exterior-mounted fit
flexible rings

$ 2.99

$ 2.94

$ 2.86
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$

8.79




Category 1
JACKSON SAFETY 00 01-200 0 endaed
PRODUCTS ORDERED ORDERED ORDERED ota
ITEM: DESCRIPTION: EXT COST: JUNIT COST:| EXT COST:
Flexible, non-metallic
drum-like
channelizers w/hollow
1 base ballast in
accordance w/MGS-
93-04D & FS-2070
Table 1
$ 10597 | % 98.88 | $ 9271 | $ 297.56
Channelizers wi/flat
2 |exterior-mounted fit
flexible rings $ 1478($ 1410 | $ 13.22 | $ 42.10
BERCITYRY ¢ 33966
Category 1
PLASTIC SAFETY SYSTEM, 00 01-200 0 ended
INC. ORDERED | ORDERED ORDERED ota
ITEM: DESCRIPTION: EXT COST: JUNIT COST:| EXT COST:
Flexible, non-metallic
drum-like
channelizers w/hollow
1 base ballast in
accordance w/MGS-
93-04D & FS-2070
Table 1
$ 5450 | $ 5450 | $ 5450 | $ 163.50
Channelizers wiflat
2 |exterior-mounted fit
flexible rings $ 1060[$ 1060|$ 1060 | $  31.80
| ToTAL: ENEECEE
Category 1
WORK AREA PROTECTION 00 01-200 ! endaed
CORP. ORDERED | ORDERED ORDERED ota
ITEM: DESCRIPTION: EXT COST: JUNIT COST:| EXT COST:
Flexible, non-metallic
drum-like
channelizers w/hollow
1 base ballast in
accordance w/MGS-
93-04D & FS-2070
Table 1
$ 65.20 | $ 63.10 | $ 61.70 | $ 190.00
Channelizers wi/flat
2 |exterior-mounted fit
flexible rings $ - $ - $ - $ -
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Category 1

NUWAY CONCRETE

ITEM:

DESCRIPTION:

EXT COST:

01-200
ORDERED
UNIT COST:

0
ORDERED
EXT COST.

Flexible, non-metallic
drum-like
channelizers w/hollow
1 |base ballast in
accordance w/MGS-
93-04D & FS-2070

Table 1

$ 10835( % 95.65 | $ 89.70 | $ 293.70

Channelizers wiflat
2 exterior-mounted fit
flexible rings

$ 1515 $ 13.65| $ 1280 | $ 41.60

Category 2

TRAFFIX DEVICES, INC. 00 01-200 0 e
NO BID ORDERED ORDERED ORDERED ota

ITEM: DESCRIPTION: EXT COST: | UNIT COST:| EXT COST:
28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &

FS-1042 Table 1. $

28" Height-
Reflectorized
permanently installed
4  |polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1. $ >
7 Pound base weights
for 28" height polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.
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Category 2

APEX PINNACLE 00 01-200 0 endaed
ORDERED | ORDERED | ORDERED 0
ITEM: DESCRIPTION: EXT COST: | UNIT COST:| EXT COST:
28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &

FS-1042 Table 1. $ 1050 ($ 9.50 | $ 8.75 | $ 28.75
28" Height-
Reflectorized
permanently installed
4 [polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1. $ 18.76 | $ 17.00 | $ 16.00 | $ 51.76
7 Pound base weights
for 28" height polyvinyl
traffic cones. Per

5 [specs MGS-93-06E &
FS-1042 Table 1.
$  912|$ 912 | $ 9.00|$  27.24
Category 2 DID NOT BID AS SPECIFIED
COMADE, INC. 00 01-200 0 ended

ITEM: DESCRIPTION: EXT COST: | UNIT COST:| EXT COST:
28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1. $
28" Height-
Reflectorized
permanently installed
4 |polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1. $ >
7 Pound base weights
for 28” height polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.
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Category 2

JACKSON SAFETY 00 01-200 0 ended
PRODUCTS ORDERED ORDERED ORDERED ota
ITEM: DESCRIPTION: EXT COST: JUNIT COST:| EXT COST:
28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &

FS-1042 Table 1. $  847|$ 8.47 | $ 753 |$ 24.47
28" Height-
Reflectorized
permanently installed
4  |polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1. $ 1563 | $ 15.63 | $ 13.89 | $ 45.15
7 Pound base weights
for 28” height polyvinyl
traffic cones. Per

5 [specs MGS-93-06E &
FS-1042 Table 1.
$  7.60|$ 7.60 | $ 760|$  22.80
$ 9242
Category 2
PLASTIC SAFETY SYSTEM, 00 01-200 0 ended
INC.-NO BID ORDERED | ORDERED | ORDERED ota

ITEM: DESCRIPTION: EXT COST: | UNIT COST:| EXT COST:
28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1. $

28" Height-
Reflectorized
permanently installed
4  |polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1. $ s
7 Pound base weights
for 28" height polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.
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Category 2

WORK AREA PROTECTION
CORP.

ITEM:

DESCRIPTION:

EXT COST:

01-200
ORDERED
UNIT COST:

0
ORDERED
EXT COST:

28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.

$ 10.24

$ 9.74

$ 9.49

$

29.47

28" Height-
Reflectorized
permanently installed
polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1.

$ 15.24

$ 14.74

$ 14.49

$

44.47

7 Pound base weights
for 28" height polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.

$ 6.35

$ 6.25

Category 2

NUWAY CONCRETE

ITEM:

DESCRIPTION:

00
ORDERED
EXT COST.:

01-200
ORDERED
UNIT COST:

$ 6.14

0
ORDERED
EXT COST.

$

18.74

DID NOT BID AS SPECIFIED

28" Height Polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.

28" Height-
Reflectorized
permanently installed
polyvinyl traffic cones.
Per specs MGS-93-
06E & FS-1042 Table
1.

7 Pound base weights
for 28” height polyvinyl
traffic cones. Per
specs MGS-93-06E &
FS-1042 Table 1.

Recommendations:
Category 1: award to Traffix Devices, Inc as the low, responsive bidder
Category 2: award to Jackson Safety as the low, responsive bidder
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