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	Sec
	Question #’s
	Rationale

	402.1
	3 & 4
	Necessary to state the intent of the specification.  Clean up wording and allow for revisions initiated by contractor.

	402.2
	4 & 7
	Necessary to describe materials required to achieve desired results.  Performance tests for long-term performance have not been developed.  Change wording to conform to current policy.

	402.2.1
	4
	Delete; doesn’t require anything beyond Sec 402.3.

	402.2.2
	3
	Allow use of waste product in low traffic mixtures.

	402.3, 402.3.1 & 402.3.2
	3 & 4
	Necessary to achieve required performance based on history.  Added a sentence to define aggregate source more clearly.

	402.3.2 to 402.3.3.1
	3, 4, 5 & 7
	Remove these sections and allow contractor to provide completed mix design with verification by MoDOT.  This adds a check and balance system to these mix designs.  Insert new Sec 402.4 referencing Sec 401.4.

	402.3.6
	5 & 9
	Necessary for control of mixture without adding tests.

	402.3.7
	4
	Necessary to instruct on location of combined aggregate gradations.

	402.7
	5 & 7
	New section moved from Sec 404 for moisture limit in mixture.

	402.8
	5 & 7
	New section moved from Sec 404 for contamination of mixture.

	402.4
	3, 4 & 5
	Necessary to direct to proper specification for laboratory.  Renumber.

	402.5
	3 & 4
	Spec. allows uniform enforcement and reduces failure rate of pavement. Situation 3 is included in previous statements therefore deleted.  Renumber.

	402.6
	3 & 4
	Directs to specification regarding plant requirements.  Renumber.

	402.7
	4 & 5
	Necessary to direct to tack specs.  Renumber.

	402.8
	4 & 5
	Necessary to direct to proper specification for trucks.  Renumber.

	402.9
	4, 5& 7
	This and subsections provide wording to set the standard for acceptable mixture.  Remove unnecessary and redundant wording.  May have to replace some wording depending on outcome of investigation for Sec 402.11.  Renumber.

	402.9.1
	4 & 5
	Plans provide construction angle of outside edge, therefore, delete sentence designating angle.  Renumber.

	402.9.2
	1
	Necessary to prevent edge differentials for long periods of time especially in winter situations.  Renumber.

	402.10
	4 & 5
	Necessary to describe quality of joints expected.

	402.11
	3, 4 & 5
	Necessary to describe quality of pavement.  Add density requirements to ensure quality with removal of placement dates.  Rolling description is for non-critical areas as a convenience to the contractor and MoDOT.  Investigation of surface leveling density is underway to be completed by Nov. 2002.  Renumber.

	402.12
	5 & 7
	Describes quality expected without using more sophisticated methods, thus without increasing the cost of the mixture.  Renumber.

	402.13
	4 & 5
	Protects new pavement from damage of heavy haul trucks.

	402.14
	4
	Necessary to provide instruction for measurement of mixture paid for.  Remove subsections to pay by the wet ton of mixture.

	402.15
	4
	Necessary to provide instruction for unit prices of pay items.  Statement to cover acquisition of cores added.


