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	Comment
	Action Taken
	If No Action Taken, Explain Why

	Strong Position
	Missouri Asphalt Pavement Assoc.
	Using cores for TSR in Sec 403.5.6.
	After evaluation of study, this was changed to loose mix samples compacted in the gyratory and revised pay adjustments in Sec 403.23.6.  Also, adjusted wording of Sec 404 to reflect less stringent control over method of anti-strip introduction.
	

	
	
	Weather limitation in Sec 403.10.1 is method specification.
	Eliminated weather requirements other than no wet or frozen surface.
	

	
	
	Do not want payment by the wet ton in Sec 403.22.1.  
	
	Asphalt content is determined by the contractor’s design.  Payment by ton of mixture encourages lowest asphalt content possible within mix design parameters, therefore, most economical mixture.  Which is in line with performance specifications.

	
	
	Remove references to thickness in Secs 403.15.4.
	Removed thickness limitations for lifts and put requirement that lifts >6 times the nom. max. aggregate size have cores cut in half and run halves separately.
	

	Sec 403
	Missouri Asphalt Pavement Assoc.
	Sec 403.5.2 – SMA should be ±2
	After reviewing NCHRP report, SMA density was changed to a minimum of 94%.
	

	
	
	Sec 403.5.3 – Widen the tolerance for asphalt content.
	
	Data for the past 3 year shows that the tolerances are in line for the specification.  MoDOT was willing to remove as a pay factor but the industry could not reach a consensus.

	
	
	Sec 403.5.6 – Need to change TSR requirement as written.
	See Sec 403.5.6 above.
	

	
	
	Sec 403.8 – Delete requirements for hauling equipment, method spec.
	
	It states minimum requirements that should not be burdensome.

	
	
	Sec 403.9 – Delete requirements for paver, method spec.
	Some wording was deleted with the addition of a segregation test in Sec 403.13.2.
	

	
	
	Sec 403.10.1 – Method spec.; needs to be deleted.
	See Sec 403.10.1 above.
	

	
	
	Sec 403.11 – Method spec.; needs to be deleted.
	
	Describes how to handle adjustments in the field which is much more simple than the previous specification.

	
	
	Sec 403.15 – Eliminate no vibrating of roller below 225 F.
	
	Although the contractors still object to this, this is a requirement to prevent damage observed in the field.  There were no options offered to this requirement.

	
	
	Sec 403.15.3 – How does spec. apply to shoulders with nothing under them.
	
	Need to educate R.E.’s that it is at their discretion to remedy by making the section stronger or reducing the compactive effort.

	
	
	Sec 403.16.1 – Problems with 1% limit on unconfined joints.
	Raised the requirement for unconfined joint to 2% tolerance applied to a lot with specimens cut from each lot.  Confined joints are included with the remainder of the mat.  Revised Secs 403.19.3 and 403.23.7.
	

	
	
	Sec 403.22.2 – Delete 5% per day reduction for uncut cores and clarify “may be applied.”
	Reworded to minimize cores in final pavement and clarify intent for final thickness to apply to new full depth pavement.  Added thickness test method.
	This requirement is needed to ensure timely core retrieval and may not be applied by the Resident Engineer if extenuating circumstances kept the cores from being cut.

	
	
	Sec 403.23.5 – Delete thickness adjustment.
	Reworded to clarify its intent.
	This is necessary to control quantities on full depth pavements.  It has to be treated somewhat differently from a concrete pavement in that it is placed in multiple lifts of mixtures with varying prices.

	
	From Industry Meeting
	Sec 403.17.2 – Simplify QC Plan.
	Reduced to fill in form with vital information to be turned in at preconstruction conference.
	

	
	MoDOT Field Office
	Reduce variability of AASTO T 209 by requiring Supplemental Procedure when dealing with high absorption aggregates.
	Added Sec 403.19.3.1.2 for references of T 209 in Secs 403.4.2(k) and 403.19.3.
	

	
	
	Add test for segregation when dispute arises over visual identification.
	Added test method to Sec 403.13.2
	


