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	Attachment

Number
	Commenter and Company Name
	Comment*
	Action Taken
	If No Action Taken, Explain Why

	A
	Brian Williams, MoDOT
	Comment #1.
	Editorial accepted.
	

	
	
	Comment #2.
	Concurred that this is covered under Sec 501, so deleted this requirement.
	

	
	
	Comment #3 and #5.
	No change.
	AASHTO test method for making cylinders allows various containers to be used and consolidation by rodding or internal or external vibrators.  Current MoDOT methods limits these options for comparison purposes between jobs.

	
	
	Comment #4.
	None.
	Bid item already exists and used by designers.

	
	
	Comment #6.
	None.
	Diamond saw is an common terminology used to describe this type of saw.

	
	
	Comment #7
	None.
	It may cause some inconsistency, but there is no way to measure the final density, yet we want the engineer to have the right to enforce compaction when the effort appears to be lacking.

	D
	Kirsten Munck, MoDOT
	Comments #1 thru #3,, #5 thru #7, #9, #13, #15thru #23, #25 thru #27, #29, #31 thru #35, and #39.
	All of these comments are editorial and were incorporated into the specification.
	

	
	
	Comment #4.
	No change made.
	This is an old specification writing rule that needs to be revisited and a consensus reached on which is the acceptable practice. 

	
	
	Comment #8.
	No change made.
	Proposed rewording changes the intent, indicating the hole should be injected in accordance with Sec 1039.3, not only the bonding agent being in accordance with Sec 1039.3.

	
	
	Comment #10.
	No change made.
	Since there is no way to verify if the bonding material is evenly dispersed around the bar in the hole, a method specification seems appropriate.

	
	
	Comment #11.
	No change made.
	m2 is an approved abbreviation and metric units in the specifications are provided in the abbreviated form.

	 
	
	Comment #12 and #28.
	No change made.
	Webster dictionary shows it as one word.   

	
	
	Comment #14.
	No change made.
	Feel edges should be plural since there is more than one side to a repair, therefore more than one edge.

	
	
	Comment #24.
	No change made.
	Proposed punctuation changes intent of this requirement.

	
	
	Comment #30.
	Defined what was desired result from the terminology of positive means.
	

	
	
	Comment #36.
	No change made.
	This a proper term that is defined in the dictionary.

	
	
	Comment #37.
	No change made.
	In Sec 613.50.3.2.1, we define the function of the dowel bar chair.  In Sec 613.50.3.2.3, defines how the bar and chair shall be seated after the dowel bar is placed into the hole.

	
	
	Comment #38.
	No change made.
	These are two different operations.  The contractor is going to have a person cutting and cleaning these slots and moving on down the road.  Another person at a later time will come along and insert the dowel, followed by another person with the patching material.  In that interim between these operations, there is a high likelihood that dust or other debris will drop into the slot, thus the reason for having them blow out the slot immediately before placement of the patching material to ensure that we get a good bond.


* Refer to the referenced attachment to see recommended change.

