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	Sec
	Question #’s
	Rationale *

	613
	NA
	All subsections are already some form of performance type specifications and are not good candidates to be upgraded to a higher type performance specification, except as follows.

	613.1, 613.2, 613.10.1, 613.20.1, 613.30.1, 613.40.1, 613.50.1    
	3
	Provides description of work or references applicable Material specifications.

	613.3.1 and 613.1.5
	1
	Needed to provide a safe driving environment for the driving public.



	613.3.3 thru 613.3.5
	5
	Needed to provide a quality product.

	613.3.6
	3
	Needed to place liability on the contractor for negligent work.

	613.10.2 and Subsections
	4,5
	Construction requirements set forth under this section are needed to ensure the pavement repair is constructed properly and performs as designed.  There are no end result measures or tests available to predict the performance of a pavement repair.  Alternative equipment, material and methods of construction are provided where possible.  It should be noted, precast concrete pavement repairs are being installed on an experimental basis at some selected locations to determine feasibility.

	613.10.2.3 and Subsections
	
	Made performance related.  The compressive strengths required prior to opening to traffic are based upon recommendations adopted by the Midwest Concrete Consortium of which we are a member.  The strengths are similar to what our Bridge Maintenance personnel have found to be acceptable in performing bridge decks. 

	613.10.2.4
	5
	Design requirement.

	613.10.2.5 and subsections
	5
	

	613.10.2.6
	
	Made performance related.

	613.10.2.7
	5
	

	613.10.3 and 613.10.5
	3
	Added measurement and payment for necessary internal saw cuts and removed all references to partial depth pavement repairs.

	613.20 and subsections
	4, 5
	Incorporated job special provision for joint and crack repair into standards.  Made performance related where possible.  Some method specifications needed since this is a new type of repair that we just started using and needed to ensure a quality repair is provided.  There is no way to test the final product to predict life expectancy.

	613.30 and subsections
	4, 5
	Moved existing language in current Sec 613 to this location.  Some equipment requirements are specified to ensure the existing concrete pavement is not damaged.  Otherwise damage could be caused that is not visually evident.  Minimum instructions provided, but needed to ensure the repair performs satisfactorily.  Again, no way to measure the life expectancy of the repair. 

	613.40 and subsections
	4, 5
	Incorporated an existing job special provision into the standards.  Provides minimum requirements to ensure a durable repair is constructed.

	613.50 and subsections
	4, 5
	Incorporated job special provision for dowel bar retrofit into standards.  Made performance related where possible.  Some method specifications needed since this is a new type of repair that we just started using and needed to ensure a quality repair is provided.  There is no way to test the final product to predict life expectancy.


