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	Attachment

Number
	Commenter and Company Name
	Comment
	Action Taken
	If No Action Taken, Explain Why

	1
	Denis Glascock, MoDOT
	a.  Commercial mixer requirements.  Seems extreme to what is required by ASTM C 938.
	None
	15,000 rpms is common for commercial mixers and was selected from the mixer specifications used in our lab at the time we first started using grout as an underseal material.  High rpms are required to simulate the colloidal mixers used in the field.

	
	
	b.  Mixing requirement, need to clarify that this is for mix design purposes.
	Revised Sec 625.3.2 to clarify this mixing requirement is for laboratory mix design purposes/
	

	
	
	c.  Typo error.
	Made correction.
	

	
	
	d.  Last sentence of Sec 625.4.3 is difficult to read and how do you show mixing water is detrimental
	Revised sec 625.4.3 to clarify intent and added a “Re-tempering of Grout” and “mixing water for Grout” instructions to the Construction Manual.
	

	
	
	e.  Sec 625.4.4.2, have the gauge requirements changed?
	Sec 625.4.4.2 was revised to clarify deflection testing requirements and added “Measurement of Pavement Lift during Undersealing Operations” instructions to the Construction Manual.
	

	2
	Kirsten Munck,, MoDOT
	Recommended numerous editorial changes.  
	Implemented most of the recommended changes, except as noted.
	Sec 625.4.2 “will “ is correct, this is a responsibility of the engineer.

Sec 625.4.5.3  Kept what was referred to as a method specification, but wasn/t  Did reword to clarify intenet.

Comments on Secs 625.4.6, 625.4.1 and 625.6 are editorial changes in disagreement with and will need to be addressed by the Specification Subcommittee on what is the preferred language.


