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Note: numbers shown in parentheses under “Rationale” are Specification sections or subsections that are referenced in the existing Section 702 subsection
	Existing

Subsection
	Question #’s
	Rationale

	702.1
	4 or 5


	Description 

Added “load bearing” to the description to be consistent with the proposed modification of the heading of the Section from “Bearing Pile” to “Load Bearing Pile”.  This modification is proposed because the term “bearing pile” is often taken as reference to structural steel “end bearing” pile and the Team wished to clarify that load bearing pile comprise both “friction” (cast-in-place concrete) and “end bearing” (structural steel) types of piling.   



	702.2
	
	Material 



	702.2.1
	3 or 5
	(1036)

No change recommended except to remove the row in the Table for “Steel Strand” and reference to AASHTO M 203 (applicable to prestressed piles only – which are no longer an option to contractors). References are provided to applicable Specification sections and materials specifications.  (The removed row is not indicated as an edit in the “track revisions” mode)

This subsection is now incorporated into 702.2



	702.2.2
	5
	“Precast Concrete Piles” (501 and 703.3.17)

This subsection removed – no longer an option to contractors.



	702.2.3
	5
	“Precast-Prestressed Concrete Piles” (705)

This subsection removed – no longer an option to contractors.



	702.2.4
	5
	“Cast-In-Place Concrete Piles” (501)

Retain as is, except to eliminate redundant wording in the fourth sentence and to remove the last sentence entirely (based on the determination that this wording should more appropriately be placed into the Inspector’s Manual rather than in the Missouri Standard Specifications).  Renumbered to 702.2.1



	702.2.5
	5
	“Structural Steel Piles”

Retain as is (QA information) except to combine first and second sentence, removing redundant wording; and to revise the last sentence to remove “method” wording and add proposed wording.  Also corrected metric conversion error.  Renumbered to 702.2.2



	702.2.6
	5
	“Pile Point Reinforcement” (712)

Revisions are proposed to this Subsection to incorporate appropriate provisions in the current JSP “Pile Point Reinforcement for Cast-in-Place and Precast Piles”.  (That JSP will then be eliminated due to incorporation of that information into the proposed Missouri Standard Specification).  This subsection renumbered to 702.2.3



	702.2.7
	3
	“Pile Length”

No change – Retained as clarifying information.  Renumbered to 702.2.4



	702.2.8
	4
	“Test Piles”

Retained as instructional information; however, the second sentence referencing precast concrete test piles was removed. Renumbered to 702.2.5



	702.2.9
	5
	“Certifications”

No change – Information required for QA

Renumbered to 702.2.6



	702.3
	
	Equipment



	702.3.1
	5
	“Concrete Testing Equipment”

Entire content removed, due to reference to precast pile types only.



	702.3.2
	5
	“Driving Equipment”

First sentence removed (determined to be an unnecessary statement).  Otherwise, no substantial changes except to renumber to 702.3.1



	702.3.3
	5
	“Leads”

No substantial change in wording.  Renumbered to 702.3.2



	702.3.4
	5
	“Followers”

No change in wording.  Renumbered to 702.3.3



	702.3.5
	5
	“Water Jets”

No substantial change in wording.  Renumbered to 702.3.4



	702.3.6
	5
	“Hammer Energy”

Reference to precast concrete piles removed from Table I. Also, the “structural steel” reference (2) to “pile bearing value” was corrected to properly say “design bearing value”, in accordance with standard practice.  Renumbered to 702.3.5



	702.4
	
	Construction Requirements



	702.4.1
	5
	“Test Piles”

Added the subsection heading, removed the reference to “full length” in the first sentence and provided additional wording to add clarity.



	702.4.2
	5
	“Load Bearing Piles”

No substantial change except to add subsection heading.



	702.4.3
	5
	“Preboring”

Modified to incorporate single subsection (previously listed as 702.4.3.1).  Wording was modified as necessary to eliminate repetitive statements and better organize the intended statements.  Added subsection heading.



	702.4.3.1
	5
	(702.4.11)

Incorporated into Subsection 702.4.3 to eliminate single subsection.

(Subsection 702.4.3.1 removed)



	702.4.4
	5
	“Pile Placement Tolerances”

No substantial changes except to remove last sentence (determined to be unnecessary) and to add subsection heading.



	702.4.5
	5
	“Pile Point Reinforcement”

Modified to incorporate JSP requirements for pile points on cast-in-place piles.



	702.4.5.1
	5
	No change



	702.4.5.2
	5
	Minor change in wording to add clarity.



	702.4.5.3
	5
	Removed last sentence (considered to be unnecessary).



	702.4.5.4
	5
	Changed incorrect metric conversions.



	702.4.5.5
	5
	(712.8) now 712.3.3.4

Changed Section reference from 712.8 to 712.3.3.4 to be consistent with first draft version of revised Section 712 (as posted for review at this time)



	702.4.6
	5
	“Splices”  

Revised to incorporate subsection 702.4.6.1, remove repetitive wording and change Section reference to 712.3.3.4 for same reasons indicated above.



	702.4.6.1
	5
	(712.3.3.7) now 712.3.3.4

Due to elimination of the following subsection, this subsection was incorporated into 702.4.6 to prevent the existence of a single subsection.

(Subsection 702.4.6.1 eliminated)



	702.4.6.2
	5
	(703.3.15 and 703.3.17)

This subsection eliminated due to its specific reference to pile types that are no longer an option to contractors.



	702.4.7
	5
	“Cut-Offs”

No change except to add “no payment will be made for any cut-offs”



	702.4.8
	5
	“Protective Coatings” (712.12)

Modified wording to replace the term “paint” with “coating”.  Rephrased the second sentence to remove repetitive wording and improve the clarity.  Also made punctuation change in the next to last sentence to improve clarity.  Also, removed references to system G paint and added information regarding use of calcium sulfonate coating in accordance with current practice.  Also, new subsection 702.6.6 provided for Protective Coating basis of payment.



	702.4.9
	5
	“Time Restrictions”

No change, except to add subsection heading, reference “approved” methods, rather than “MoDOT” methods (at the recommendation of Mark Shelton, Project Operations, Section 500) and to eliminate unnecessary wording.



	702.4.10
	3, 4 or 5
	“Static Load Tests”

Entire subsection to be removed from the Missouri Standard Specifications and incorporated into the Job Special Provisions for Load Testing (LDTESTSL and LDTESTPC).  Determined by the Review Team that JSPs provide additional information on a project-specific basis as is – and reference back to this subsection for additional information.  Static load tests also occur infrequently enough that the information currently in this subsection would be best incorporated into the JSPs.  (The review Team also felt that it would be more efficient to update a JSP for future upgrades than it would be to modify a general specification subsection.)



	702.4.11
	5
	“Dynamic Bearing Formulas”  (702.3.2)

Wording was amended to identify that other methods may be required by the contract documents.  Revised subsection number to 702.4.10 due to the elimination of the previous subsection.

(Note to Design Standards Section – The left indent of the Table as provided in this Word document was expanded to eliminate “wrapping” of the equations into an unreadable format.  Readjustment of the left indent may be needed for final formatting).



	702.4.11.1
	5
	Minor change in wording. Revised subsection number to 702.4.10.1



	702.4.11.2
	5
	Minor correction in wording. Revised subsection number to 702.4.10.2



	702.4.12
	5
	“Minimum and Maximum Limits of Pile Driving” (702.4.10)

Added subsection heading.  Added “at least” to clarify wording in first sentence. Also changed references of “minimum penetration” to “minimum tip elevation” for clarification.  Added wording to call attention to the need to review boring log prior to pile driving and to be attentive to signs that “practical refusal” has been attained so that driving can cease immediately. Revised subsection number to 702.4.11



	702.5
	
	Method of Measurement



	702.5.1
	3 and 4
	No change in wording, but resequenced subsection order. Added subsection heading.  Now 702.5.2.



	702.5.2
	3 and 4
	No change in wording, but resequenced subsection order. Added subsection heading.  Now 702.5.1.



	702.5.3
	3 and 4
	This subsection eliminated entirely, due to its application only to pile types no longer available as an option to contractors.



	702.5.4
	3 and 4
	 (702.4.3)

No change in wording except to remove first sentence due to redundancy.  Added subsection heading and renumbered to 702.5.3



	702.5.5
	3 and 4
	 (702.4.5)

Minor change in wording.  Added subsection heading and renumbered to 702.5.4



	702.6
	
	Basis of Payment



	702.6.1
	3 and 4
	No substantial change except to resequence in subsection order and to add subsection heading. Now 702.6.2



	702.6.2
	3 and 4
	No substantial change except to resequence in subsection order and to add subsection heading. Now 702.6.1



	702.6.3
	3 and 4
	Incorporated into 702.4.7



	702.6.4
	3 and 4
	Removed this subsection in entirety – will be incorporated into the JSP for load testing (see comments above for subsection 702.4.10)



	702.6.5
	3 and 4
	No change in wording.  Added subsection heading and revised subsection number to 702.6.4



	702.6.6
	3 and 4
	(702.4.3)

No change in wording.  Added subsection heading and revised subsection number to 702.6.3



	702.6.7
	3 and 4
	No change in wording.  Added subsection heading and revised subsection number to 702.6.5




