	Summary Sheet for Sec 711

	Team Leader:
	Paul Harman

	Team Members:
	Harold Schwartz
	Keith Gabbard
	Jason Blomberg
	

	
	Wayne Elliott III
	Randy Hitt
	Bob Simpson
	


	Sec
	Question #’s
	Rationale

	711.1
	3,4,5
	Description of a new specification section that was originally included in special provisions.  

	711.2
	5
	References the applicable material specification that ensures a quality product.

	711.3
	N/A
	Title heading

*The sentence “The surface preparation and application shall be in accordance with the manufacture’s instructions” is included in each of the subsections of 711.3 to ensure the product is applied correctly without requiring certain equipment or methodology.

	711.3.1*
	3,4,5
	New section for “Protective Coating - Concrete Bents and Piers (Urethane)”

This section provides a short description of product and requirements that are essential in obtaining the desired result.  1) Minimum concrete curing time before protective coating. 2) Minimum dry thickness (performance based). 3) Provide an even application of the protective coating.

	711.3.2*
	3,4,5
	New section for “Protective Coating for Concrete Bents and Piers (Epoxy)”

This section provides a short description of product and requirements that are essential in obtaining the desired result.  1) Minimum concrete curing time before protective coating. 2) Minimum dry thickness (performance based). 3) Applied to dry surfaces

	711.3.3*
	3,4,5
	New section for “Concrete and Masonry Protection System”

This section provides a short description of product and references an applicable material specification “1059” for field approval.  Aesthetics is a major issue with this product and will be field-tested for final approval.  

	711.3.4*
	3,4,5
	New section for “ Sacrificial Graffiti Protection System”

This section provides a short description of product and references an applicable material specification “1059” for field approval.  Aesthetics is a major issue with this product and will be field-tested for final approval.  

	711.3.5*
	3,4,5
	New section for “Temporary Coating – Concrete Bents and Piers (Weathering Steel)”

This section provides a short description of product and requirements that are essential in obtaining the desired result.  1) Minimum concrete curing time 2) Directions on when to apply the coating to ensure 100% of the surface gets covered. 3) Directions on when protective coating shall be removed.



	711.4 
	N/A
	Basis of Payment is written in accordance with new specification format.


