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	Sec
	Question #’s
	Rationale

	715
	N/A
	No change – Title block



	715.1
	3
	Added “system” after "vertical drain" and added the definition of a vertical drain system including geotextile, core drain material, drain pipes, etc.


Deleted“with a discharge pipe” because this pipe is included in a vertical drain system.



	715.2
	N/A
	No change – Subtitle block



	715.2.1
	5
	Deleted subsection number 715.2.1 since subsection 715.2.2 is also deleted.  See explanation below.

Deleted “conform to” and added “be in accordance with” according to Guidelines to Writing Specifications and Special Provisions for a common phraseology for Missouri Standard Specifications.

Deleted "" from "Materials".

Added “Miscellaneous” to Drainage Material in the table to match a title block of Section 1013.

Added “Underdrain” to Corrugate Metallic-Coated Steel to match a title block of Section 1022.

Deleted "" option and its reference to section "" in the table. This deletion is due to the fact that Bridge Plan does not call out this pipe as an option.



	751.2.2
	N/A
	Deleted this whole subsection due to repetition in Section715.1.



	715.3
	N/A
	No change – Subtitle block




	Sec
	Question #’s
	Rationale

	715.3.1
	4,5
	Modified a first sentence to make it easier to understand by deleting “the engineer at least two weeks prior to installation” and adding “to the engineer at least two weeks prior to installation” toward the end of sentence.

In the second sentence “the installation of the drain shall be…” is not specific to what it refers.  Therefore, added “vertical” before the word "drain" to represent the geotextile and core materials.

In the second sentence delete "" and add the word "recommendations"



	715.3.2
	5
	Deleted this whole subsection because the first sentence is already covered in subsection 1012.2.1.  Therefore, it is unnecessary to repeat here.  The second sentence is more appropriate to be included in subsection 1012.2.1 which relates to material characteristic.



	715.3.3

715.3.2
	N/A

4,5
	Modified this subsection number from 715.3.3 to 715.3.2. and modify entire subsection from "" to "If the core of the drain is not perforated, modifications shall be made to the core to provide adequate drainage into the drain pipe as approved by the engineer." Section was made in order to change from a method specification to a performance specification.



	
715.3.3
	4,5
	Modified this subsection number from 715.3.4 to 715.3.3 with no changes to text.



	
	
	Delete entire subsection since information is shown on bridge plans.



	
	
	Delete entire subsection since dimension will be shown on bridge plans.



	
715.3.4
	
	Modified this subsection number from 715.3.7 to 715.3.4

	
	N/A
	Add "vertical drain"  to and remove "" from second sentence before "system" for consistency.



	
	N/A
	Delete "" since this is no longer applicable to this specification.



	715.4
	
	Add section "Method of Measurement.  The work provided herein will not be measured for payment, but will be considered completely paid for as a system, per each."



	715.5
	
	Add "vertical drain" to and remove "" from first sentence and last sentence before "system" for consistency.
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