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	Attachment

Number
	Commenter and Company Name
	Comment*
	Action Taken
	If No Action Taken, Explain Why

	A
	Dan Tschirgi and Dan Currence
	Inspection of installed pipe should be similar for all types of pipe.
	Recommendation accepted and created Sec 725.4.
	

	B
	Pat McDaniel and Kirsten Munck
	Editorial changes.
	Accepted editorial changes and revised Sec 725.6 to be in latest format adopted by EPSC.
	

	C
	Brett Odgers

Contech Construction Products
	Wants to go back to 15% maximum deflection for CMP in the inspection section.
	Rejected
	MoDOT personnel on the team felt that flexible pipes, metal and plastic, should be treated similarly.

Flexible pipes are more dependent on proper installation than concrete pipe to perform as designed.  Requiring a maximum deflection is a workmanship issue, not so much as a material issue for metal pipe.  The purpose of the workmanship specifications is to maximize the performance of the pipe, or in other words, to minimize the possibility of premature failure.  Installation of a metal pipe with deflections greater than 5% is an indicator of poor workmanship, and we felt warrants replacement by the contractor.  It reflects nothing upon the pipe manufacture, but enforces our standard plans, which are based on good installation practices and installation standards supported by the metal pipe industry.


