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	Attachment

Number
	Commenter and Company Name
	Comment
	Action Taken
	If No Action Taken, Explain Why

	1
	Larry Reddick

Koch Materials
	413.12.1.32.2.3  Needs to state that the material shall be screened at the stockpile site prior to delivery to the machine.  (Laying a thin lift for a surface and any oversize could be a real problem with surface cosmetics.)
	No action taken.
	Specification already addresses this issue.

	
	Larry Reddick

Koch Materials
	413.13  Modified Emulsion (Residual) needs to be 6% to 10.5%.  There is no system on the market where you would ever want to go below 6% residual without having either raveling or de-bonding problems.
	No action taken.
	Staying consistent with the International Slurry Seal Association (ISSA).

	
	Larry Reddick

Koch Materials
	413.13  Mineral filler needs to be 0.05% to 3%.  This is what most states specify.  You need to have some filler in the system to make it kick.
	No action taken.
	Staying consistent with ISSA.

	
	Larry Reddick

Koch Materials
	413.14.1  As per ISSA A143 guidelines there needs to be verbiage placed in this section to say:  The machine shall be equipped to allow the mix operator to have full hydrostatic controls of the forward and reverse speeds during lay down operations.  There shall be opposite side driver’s stations to allow for longitudinal alignment.  The self-loading devise, opposite side driver station and forward and reverse speed controls shall be original equipment manufacturers design.
	No action taken.
	We are satisfied with the current specification.

	
	Larry Reddick

Koch Materials
	413.14.2.1  As per ISSA A143 Secondary strike-off.  This needs to be added:  A secondary strike-off shall be provided to improve surface texture.  The secondary strike-off shall have the same adjustments as the spreader box.
	Comment was adopted.
	

	2
	Tom Anna

MoDOT
	413.11  Is the use of a retarder always needed?  Night work for instance.
	Comment was adopted.
	

	
	Tom Anna

MoDOT
	413.12.1.3  Will the material be screened over all sieves or just for oversize?
	No action taken.
	Specification states that the material has to meet the gradation.

	
	Tom Anna

MoDOT
	413.13  How long of a time frame before a mix meets satisfactory field results.
	No action taken.
	This is addressed when we pay for the product.

	
	Tom Anna

MoDOT
	413.14.1.2  Should we specify a volume per area?
	No action taken.
	Specification states that water shall be used to dampen the surface and there shall be no free flowing water.

	
	Tom Anna

MoDOT
	413.14.2  Are both turbulent or laminar flow allowed.
	Comment was adopted.
	

	
	Tom Anna

MoDOT
	413.14.2.1  Are we allowing a drag cloth anymore?
	No action taken.
	The specification does not require or prohibit the use of a drag cloth.

	
	Tom Anna

MoDOT
	Numerous editorial comments
	Comments are addressed.
	

	3
	Brett Trautman

MoDOT
	Numerous Editorial Comments
	Comments are addressed.
	

	4
	Mike DeGraff

Vance Brothers
	Use of ISSA gradations.
	No action taken.
	We are using ISSA gradations.

	
	Mike DeGraff

Vance Brothers
	Allow the use of limestone in Micro-surfacing.
	No action taken.
	We currently specify slag, chat or porphyry be used on the driving surface in order to provide good skid resistance.  Limestone is allowed on the shoulders.


