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	Attachment

Number
	Commenter and Company Name
	Comment
	Action Taken
	If No Action Taken, Explain Why

	2
	Tom Anna

MoDOT
	413.30 Title Change: Ultrathin bonded asphalt wearing surface
	Changed
	

	2
	Tom Anna

MoDOT
	413.31 Change: Ultrathin bonded asphalt wearing surface.
	Changed
	

	1
	Larry Reddick

Koch Materials
	413.32.3: Specify asphalt binder as PG70-28.
	Changed binder to PG70-28
	

	1
	Larry Reddick

Koch Materials
	413.32.4: add note:” The sieve test is waived if successful application of the material has been achieved in the field”.
	None
	Already covered in Section 1015.

	1
	Larry Reddick

Koch Materials
	413.32.5: Change No. 200 to 

4.5 to 5.5
	Changed 
	

	3
	Brett Trautman

MoDOT
	413.32.5: Change project operations to Construction and materials
	Changed
	

	2
	Tom Anna

MoDOT
	413.32.5.1: Tom thought the limits on the target application rate of the asphalt emulsion are too large.  Tom gave no recommendations on range.
	None
	No recommendation given for a new range and no history to justify narrowing the application rate.

	1
	Larry Reddick

Koch Materials
	413.32.5.3, Section 6.2 Allow the use of either 100mm or 150mm specimens.
	None
	Staying with 100 mm specimens because of the small thickness.

	1
	Larry Reddick

Koch Materials
	413.32.5.3: Add film thickness as part of the mix design requirement.  Recommending 9 microns as a min. 
	None
	Already specifying asphalt content, but we will research and track the film thickness and in the future there may be a film thickness requirement.

	2
	Tom Anna

MoDOT
	413.33.3: change loose material to “loose mix or material”
	None
	Already covered

	2
	Tom Anna

MoDOT
	413.33.4: Add at the end “For handwork, the emulsion shall be applied by a wand supplied with the paver. (No filling of 5 gal. Buckets).
	None
	Not an enormous benefit to require wands to spray emulsion for a small area.

	2
	Tom Anna

MoDOT
	413.33.5: Change last temperature from 160 to 140 because it is still too hot, especially for a stationery roller.
	Changed
	

	3
	Brett Trautman

MoDOT
	413.35.1: Misspelling conform
	Changed
	

	1
	Larry Reddick

Koch Materials
	413.35.1: Section 403.17.2 is blank.
	Change to reference Section 403.17
	

	2
	Tom Anna

MoDOT
	413.35.1.1 Where do you get the binder sample from?
	None
	Obtain the binder sample where we always do, at the plant.

	1
	Larry Reddick

Koch Materials
	413.35.1.2 & 413.35.1.3 Change testing frequency to 330 US tons.  If tonnage > 1000 US tons sample every 600 tons.
	None
	If the contractor wants to check gradations and asphalt content more frequently, they always can.

	1
	Larry Reddick

Koch Materials
	413.35.3 Tighter control of the P#200 material to 1.0
	Changed
	

	3
	Brett Trautman

MoDOT
	Need to include a smoothness specification.
	None
	In the future MoDOT may look at this and then have some data to support it.


