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	Sec
	Question #’s
	Rationale

	703.1
	
	Description adequate with deletion of reference to precast concrete slab units.

	
	
	

	703.2
	3
	No change.  Convenience to MoDOT

	
	
	

	703.2.1
	5
	Spec needed for quality assurance.

	
	
	

	703.2.2
	4
	Spec needed for quality and appearance.  To eliminate noticable color changes in finished product.

	
	
	

	703.3
	
	No change.  Convenience to MoDOT

	
	
	

	703.2.3
	4,5
	Delete.  We do not use precast slab units.

	
	
	

	703.3.1
	4
	Eliminating method description.

	
	
	

	703.3.2
	4
	Establish minimum design loads for forms.

	
	
	

	703.3.2.1
	4
	Eliminating specifying lumber sizes,  Define desired results

	
	
	

	703.3.2.2
	4
	Specify conditional form reuse.  Second sentence is redundant.

	
	
	

	703.3.2.3
	4
	No change, describing desired results.  Gives options for contractor.

	
	
	

	703.3.2.4
	3
	Convenience to MoDOT

	
	
	

	703.3.2.5
	3
	No Change.  Convenience to MoDOT

	
	
	

	703.3.2.6
	3
	Convenience to MoDOT,  To retain an approval process

	
	
	

	703.3.2.7
	3, 9
	Convenience to MoDOT,  Alternate may be more costly without benefit  

	
	
	

	703.3.2.8
	4
	Defining desired results

	
	
	

	703.3.2.9
	4
	Defining desired results

	
	
	

	703.3.2.10
	3
	Eliminate method  specs

	
	
	

	703.3.2.11
	3
	Eliminate dimension specs

	
	
	

	703.3.2.12
	4
	Defining desired results.

	
	
	

	703.3.2.13
	4
	Defining desired results.

	
	
	

	703.3.2.14
	4
	Defining desired results.

	
	
	

	     
	
	Old  703.3.11  MoDOT does not use precast slab units.

	
	
	

	
	
	Old  703.3.11.1  MoDOT does not use precast slab units.

	
	
	

	703.3.3
	5
	Spec is essential for quality assurance.

	
	
	

	703.3.3.1
	
	Eliminated method spec.  Reworded to a performance spec.  Methods could be in construction manual.

	
	
	

	703.3.3.2
	3, 5
	Keep spec.

	
	
	

	703.3.3.3
	7
	No good way available to verify location of void after concrete is poured.  For Quality assurance.

	
	
	

	703.3.3.4
	3
	For convenience to contractor.  Contractor can submit written request to alter placing sequences.

	
	
	

	703.3.3.5
	3
	Keep spec.

	
	
	

	703.3.3.6
	3
	Keep method spec.  The finished product is not checked for quality.  The spec does not appear to be restrictive.

	
	
	

	703.3.3.7
	3
	Is a performance spec.  Placing operation combined into this spec.

	
	
	

	703.3.3.8
	3
	Keep spec.  For Quality Assurance

	
	
	

	703.3.3.9
	3
	Keep spec.

	
	
	

	703.3.3.10
	3
	Incorporated special provision “CLOSURE POUR” into spec book

	
	
	

	703.3.4
	
	New topic in outline (Joints in Concrete Masonry).

	
	
	

	703.3.4.1
	3
	Keep.  For Quality Assurance

	
	
	

	703.3.4.2
	3
	Keep.  For Quality Assurance

	
	
	

	703.3.5
	
	New topic in outline (Concrete Finishes).

	
	
	

	703.3.5.1
	3
	Keep.  With no change

	
	
	

	703.3.5.2
	3
	Keep.  With no change

	
	
	

	703.3.5.3
	3
	Rarely needed for bridge deck work.  Keep for special cases.

	
	
	

	703.3.5.4
	3
	Keep.  For Quality Assurance

	
	
	

	703.3.5.5
	3
	Keep.  For Quality Assurance.  Added test method testing surface texture.

	
	
	

	703.3.5.6
	3
	Spec for texture may have been changed in 502.   ?????

	
	
	

	703.3.5.7
	3
	Keep.  For Quality Assurance

	
	
	

	703.3.5.8
	3
	Keep.  For Quality Assurance

	
	
	

	703.3.5.9
	3
	Keep.  For Quality Assurance

	
	
	

	703.3.6
	4
	New topic in outline (Curing Concrete).

	
	
	

	703.3.6.1
	4
	Incorporated Job Special Provisions into Spec book

Placing and Curing Concrete for Bridge Decks (Conventional Texturing)

Placing and Curing Concrete for Bridge Decks (Conventional Texturing and Diamond Grinding)



	
	
	

	703.3.6.2
	4
	Same as 703.3.6.1

	
	
	

	
	
	703.3.17.2 old number.  Eliminate curing spec for box girders,  that has not been used for 10-15 years

	
	
	

	703.3.6.3
	
	Same as 703.3.6.1

	
	
	

	703.3.6.3.1
	
	Same as 703.3.6.1

	
	
	

	703.3.6.3.2
	
	Same as 703.3.6.1

	
	
	

	703.3.6.3.3
	
	Same as 703.3.6.1

	
	
	

	703.3.6.3.4
	
	Same as 703.3.6.1

	
	
	

	
	
	Existing 703.3.17  deleted, replaced with incorporation of special provisions.  Same as 703.3.6.1

	
	
	

	703.3.6.3.5
	4
	Keep.  For Quality Assurance.

	
	
	

	
	
	Old 703.3.17.2  Deleted for box girders due to infrequent use.  Use a special provision if needed.

	
	
	

	703.3.6.3.6
	
	No change, for quality assurance

	
	
	

	
	
	

	703.3.7
	4
	New topic outline (Bridge Deck and Concrete Bridge Approach Slab Surface Texturing)

Incorporating Job Special Provision (Placing and Curing Concrete for Bridge Decks (Conventional Texturing and Diamond Grinding))

	
	
	

	703.3.7.1
	4
	Same as 703.3.7

	
	
	

	703.3.7.2.1.1
	4
	Same as 703.3.7

	
	
	

	703.3.7.1.2
	4
	Same as 703.3.7

	
	
	

	703.3.7.1.3
	4
	Same as 703.3.7

	
	
	

	703.3.8

703.3.8.1

703.3.8.2

703.3.8.3
	4
	Incorporating Job Special Provision for Surface Sealing 

Bridge Decks

	
	
	

	703.3.9
	3
	 Hot Weather Concreting, revised outline number

Incorporating Job Special Provision (Placing and Curing Concrete for Bridge Decks (Conventional Texturing and Diamond Grinding))

Revised ambient temperature requirements for pouring bridge decks

	
	
	

	703.3.10
	
	Revised outline number for Cold Weather Concreting

	
	
	

	703.3.10.1
	4
	Keep, quality assurance, and to maintain project progress

	
	
	

	703.3.10.2
	4
	Keep, quality assurance

	
	
	

	703.3.10.3
	4
	Keep, maintain approval process from the engineer

	
	
	

	703.3.10.4
	4
	Keep, convenience to MoDOT

	
	
	

	703.3.11
	3
	Revised outline number for Extending and Widening Structures

Changed “neat cement grout” to “epoxy grout” per Sec 623

	
	
	

	703.3.12
	3
	Revised outline number for Stenciling Structure Identification Numbers

	
	
	

	703.4.
	3
	Keep as is with “Method of Measurement” title.

	
	
	

	703.4.1
	3
	Keep, defines MoDOT process.

	
	
	

	703.4.2
	3
	Keep, defines MoDOT process.

	
	
	

	703.4.3
	3
	Added spec for final measurement for diamond grinding.

	
	
	

	703.5
	3
	Keep, with “Basis of Payment” title.

	
	
	

	703.5.1
	3
	Keep.  Pay for crevice concrete in accordance with Sec 109.14.

	
	
	

	703.5.2
	3
	Keep, defines MoDOT process.

	
	
	

	703.5.3
	3
	Added basis of payment for diamond grinding

	
	
	

	703.5.3
	3
	Added.  No direct payment for surface sealing

	
	
	

	703.5.4
	3
	Added.  No direct payment for closure pour.

	
	
	


Results of consideration of including present special provisions into spec book:

Slab Edge Repair   ….in new Sec 704

Repairing Concrete Deck    ….in new Sec 704

Modified Deck Repairs    ….in new Sec 704

Surface Sealing   …. in Sec 703 as 703.3.8.1,  703.3.8.2,  703.3.8.3


Epoxy Seal (Curb Outlets)   …. in new Sec 704

Silicone Joint Sealant SBC – SILICONE   ….  could be handled on plans and reference to an approved list maintained on the internet web site

Forming Concrete Slab    …most information on plans and prestressed member Sec 705 presently,  may need to add some information to plans.

Surface Sealing New Concrete  …in Sec 703 as 703.3.8.1,  703.3.8.2,  703.3.8.3

Placement of Concrete during Cold Weather   ….leave as a special provision.  This type of work is not routine.  Special provision for this type of work will attract attention of bidders.

Slab Overhang Repair    ….any superstructure repair ( formed or unformed ) is in new Sec 704,  any more specialized repair for slab overhang will require job special provisions.

Closure Pour    …..in Sec 703 as 703.3.3.3.10

Superstructure Repair    …. in new Sec 704

Modified and Full Depth Repair    ….in new section 704

