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	Sec
	Question #’s
	Rationale

	902.2
	
	Added a sentence stating the engineer will provide the contractor with signal timing and contractor will program controller unless the controller can be programmed electronically.

	902.3
	
	Added several new material section references

	902.4.1
	
	Added specifications for yellow circular and yellow and green LEDs.  Used Caltrans specifications.

	902.4.2
	
	Removed Commission furnished signs for signals and made them provided by the contactor.

	902.4.3.7
	
	Inserted sentence that prevents the splicing of messenger and tether wires.

	902.4.6.1
	
	Created new section for NEMA TS1 controllers

	902.4.6.1.1
	
	Eliminated dimensions of cabinet.  Shown on standard plans.

	902.4.6.2
	
	Created new section for Type 170 controllers (from JSP)

	902.4.7.4.2
	
	Created new section for closed loop interconnect (from JSP)

	902.4.7.4.2.3
	
	Created new section for twisted pair interconnect (from JSP)

	902.4.7.4.2.4
	
	Created new section for wireless interconnect (from JSP)

	902.4.7.4.2.4.3
	
	Created new section for fiber optic interconnect (from JSP)

	902.5.5
	
	Added sentence that prohibits loop slots being sawed until 7 days after the placement of PCCP.

	902.5.8.7
	
	Included the functionally equivalent English measure items.

	902.5.11
	
	Added a warranty section for controller assemblies.

	
	
	

	
	
	Most of this specification is end related and contains many material requirements.


