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	Sec
	Question #’s
	Rationale

	903
	NA
	All subsections are already some form of performance type specifications and are not good candidates to be upgraded to a higher type performance specification, except for those listed below.

	903.2.3
	4
	Galvanizing on anchor bolts needs to be limited so that the nuts will fit properly. 

	903.2.4
	5
	Essential for quality assurance of the concrete.

	903.2.6
	5
	Essential for quality assurance of the materials being supplied.

	903.3.1.2
	4
	Material properties of polyurethane foam are necessary for proper performance of the material.

	903.3.1.3
	NA
	Existing subsection being deleted because the provisions are covered in Sec 105.7 and 107.12.

	903.3.2.2.1
	4
	Instructions on welds, splicing and breakaway assemblies. 

	903.3.2.2.3
	NA
	New subsection covering Perforated Steel Square Posts

	903.3.2.2.4
	NA
	New subsection covering Steel Channel Posts

	903.3.2.2.5
	NA
	New subsection covering Wood Posts

	903.3.3.1
	5
	Material requirements for the tubular steel sign supports.

	903.3.4.5
	5
	Welder requirements are necessary quality assurance. 

	 903.3.4.8
	4
	Quality control of the aluminum manufacturing

	903.3.6 new
	NA
	New subsection added to eliminate JSP for flexible delineators

	903.3.6
	NA
	Subsection to be converted to a JSP.  Sign lighting is not standard at this time, specifications are more appropriate as a JSP

	903.10
	NA
	Subsection to be incorporated in to section 616.


