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	Sec
	Question #’s
	Rationale

	1045.1.1
	5
	Deleted text not essential for QA

	1045.1.1.1
	4
	Deleted text not essential.  Rewording to clarify intent and to meet formatting requirements.

	1045.1.1.2
	4
	Essential to achieve desired result.

	1045.1.1.3
	2
	Required to comply with environmental requirements.

	1045.1.2
	5
	Deleted method text not essential.

	1045.1.3
	4, 5
	Deleted method text not essential. Remaining essential for QA.

	1045.1.3.1
	--, 5
	Partially combined with Sec 1.3.  Rest is not essential.

	1045.1.4
	4
	Essential to achieve desired result.

	1045.2
	--
	Blank section removed

	1045.3
	--
	Blank section removed

	1045.4
	--
	Blank section removed

	1045.5.1
	4, 2
	Most retained to achieve the desired result.  Last sentence clarified for VOC compliance.

	1045.5.2
	5, 3
	Essential for convenience and QA.

	1045.2.3 (New)
	3
	New section to allow additional methods of qualification by performance.

	1045.6.1
	4
	Section modified to allow additional materials. Rewording to clarify intent and to meet formatting requirements.

	1045.6.2
	4
	Deleted – method specification.

	1045.6.3
	4
	Deleted – method specification.

	1045.6.4
	4
	Method specification portions removed.

	1045.3.3 (New)
	3
	New section added to refer to packaging requirements.

	1045.6.5
	5
	Essential for QA. Rewording to clarify intent and to meet formatting requirements. New section 6.5 added to allow additional methods of qualification by performance.

	1045.6.5.1
	5
	Essential for QA. Rewording to clarify intent and to meet formatting requirements.

	1045.6.5.2
	5
	Essential for QA.

	1045.3.5 (New)
	5
	New section added to allow additional methods of qualification by performance.

	1045.7.1
	4
	Section modified to allow additional materials.

	1045.7.2
	4
	Deleted – method specification.

	1045.7.3
	4
	Deleted – method specification.  New section 7.3 added to refer to packaging requirements.

	1045.7.4
	4
	Method specification portions removed.  Performance related requirements retained.
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	1045.4.3 (New)
	3
	New section added to refer to packaging requirements.

	1045.7.5
	3
	Portion added to allow additional method of performance qualification.

	1045.8.1
	--
	Description.  Rewording to clarify intent and to meet formatting requirements.

	1045.8.2
	4
	Deleted – method specification.

	1045.8.3
	4
	Deleted – method specification. New section 8.3 added to refer to packaging requirements.

	1045.8.4
	4
	Method specification portions removed.

	1045.5.3 (New)
	3
	New section added to refer to packaging requirements.

	1045.8.5
	3
	Portion added to allow additional method of performance qualification.

	1045.9.1
	--
	Description

	1045.9.2
	4,5
	Essential for QA and to achieve the desired result.

	1045.9.3
	4,5
	Essential for QA and to achieve the desired result.

	1045.9.4.1
	4
	Method specification portion removed.

	1045.9.4.2
	4
	Method specification portions removed.  Rewording to meet formatting requirements.

	1045.9.5
	5
	Essential for QA.  Rewording to meet formatting requirements.

	1045.9.5.1
	5
	Essential for QA.  Performance requirement.

	1045.9.5.2
	5
	Essential for QA.  Performance requirement.

	1045.9.5.3
	5
	Essential for QA.  Updated reference to ASTM test procedure.  Performance requirement.

	1045.9.6
	4
	Method specification portions removed.  Rewording to clarify intent and to meet formatting requirements.

	1045.9.7
	--
	Application requirements sections moved to Sec 712.

	1045.9.8.1
	5
	Approval of system requirements needed for QA approval.

	1045.9.8.2
	5
	Required for QA.

	1045.10.1
	4
	Section modified to allow additional materials.

	1045.10.2
	5
	Required for QA.

	1045.10.3
	5
	Required for QA and to achieve the desired result.

	1045.10.4.1
	--
	Required for QA.

	1045.10.4.2
	4
	Method specification portions removed.  Rewording to meet formatting requirements.

	1045.10.5
	5
	Required for QA.

	1045.10.6
	3
	Essential for convenience to MoDOT and the contractor.

	1045.10.7
	--
	Application section moved to Sec 712.

	1045.10.8.1
	5
	Required for QA.

	1045.10.8.2
	5
	Required for QA.

	
	
	NOTE:  Rest of summary covers new section numbers.

	1045.10.11
	--
	Entire Calcium Sulfonate MSP moved into Sec 1045. MSP 00-05, MSP 00-06, and MSP 00-07 have been combined.

	1045.11.1
	--
	Wording to clarify intent and to meet formatting requirements..

	1045.8
	4
	Essential to achieve desired result.  Section covers all three coats of system.

	1045.8.1
	--
	Description.

	1045.8.1.2
	5
	Essential for QA.
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	MSP Secs 2.0

3.0
	--
	Numerous sections deleted and combined under single section in standard specifications.  References to method specification parts removed.

	1045.8.2.1
	3
	Required for convenience to MoDOT and the contractor.  Describes use of material.

	1045.8.2.2.1
	4
	Method specification sections removed from MSP.

	MPS Sec 4.0
	--
	Application requirements to be moved to Sec 712.

	1045.8.3.1
	3
	Required for convenience to MoDOT and the contractor.

	1045.8.3.2
	4
	Method specification sections removed from MSP.

	1045.8.4.1
	3
	Required for convenience to MoDOT and the contractor.  Describes use of material.

	1045.8.4.2
	4
	Method specification sections removed from MSP.

	1045.8.5
	5
	Essential for QA.  Consolidated section for reference to test methods.

	1045.8.6
	5
	Essential for QA.  Performance requirement.

	1045.8.7
	5
	Essential for QA.  Performance requirement.

	1045.8.8
	5
	Essential for QA.  Performance requirement.

	1045.8.9
	3
	Required for convenience to MoDOT and the contractor.

	1045.8.10.1
	5
	Essential for QA.  Defines performance requirements.

	1045.8.10.2
	5
	Essential for QA.

	
	
	

	
	
	NOTE:  This revision incorporates the following special provisions into Sec 1045 and Sec 712:

	
	
	MSP 00-05A  Calcium Sulfonate Primer for Steel

	
	
	MSP 00-06A  Calcium Sulfonate Sealer for Steel

	
	
	MSP 00-07A  Calcium Sulfonate Topcoat for Steel

	
	
	


