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(Rationale:  Modified specification to the satisfaction of both construction, and maintenance.)

2/5/03 – EPSC tabled this item to allow the team to incorporate performance-bond specification verbiage into this specification, and to eliminate excess verbiage not required with performance bonds.

3/5/03 – EPSC tabled this item again, as the team’s resubmitted version did not address all issues raised by the EPSC.  If we are going to require a warranty/bond, the EPSC questioned why all the method specifications were needed within this section, along with Secs 805 & 808.  Request the team readdress this issue.

4/15/03 – EPSC added verbiage regarding the Missouri Seed Law, and approved again as revised.

5/20/03 – Revised Secs 803.3 and 803.6 to match what was actually approved by the EPSC on April 2.  Also removed the performance bond requirements for the same reason.  Changes were inadvertently missing in the copy previously sent out to the EPC.  

6/2/03 – EPC tabled this to find out from the team:  1) How to guarantee the growth  2) How do we address the contractor replacing accepted sod that later dies without retainage? 3) Sec 108.8.1.2(c) needs to be coordinated with this section.  Connie and Jim C. will work with Stacy Armstrong on these issues.

SECTION  TC "803Sodding" 803 XE "Sodding" 
SODDING
803.1  Description.  This work shall consist of furnishing and placing sod on areas shown on the plans or as designated by the engineer.
803.2  Material.  
803.2.1  The type of sod will be designated on the plans.  The sod shall be densely rooted and thriving,  free of all prohibited and noxious weeds as defined by the Missouri Department of Agriculture and reasonably free of all other weeds.  The sod shall be grown from seed varieties that are favorable for the Missouri climate conditions.  The sod may be cut in strips or rolls.
803.2.2  Turf type tall fescue and Kentucky bluegrass sods shall be grown from a blend of at least three separate varieties for each sod.  Buffalograss sod shall be of a variety exhibiting salt tolerance. 

803.2.3    All sod shall be in accordance with the Missouri Plant Law and the Missouri Department of Agriculture’s Code of State Regulations regulating the growth, sale and shipping of nursery stock in the State of Missouri.  The contractor shall provide a valid certificate of inspection from the state of origin to the engineer prior to the placement of any sod.
803.2.1 





803.3  Construction Requirements.  

The sod bed shall be prepared in accordance with Sec 801.  The bed shall be in a firm but uncompacted condition with a relatively fine texture when the sod is placed.  The sod bed and the sod shall be moist when the sod is laid.  
All sod shall be placed to produce tight joints.  Sod placed on slopes 3:1 (1:3) or steeper and in the flow line of ditches shall be secured with wooden pegs or metal clips.
803.4  Acceptance  
No sodded areas will be accepted until the sod is fully rooted into the sod bed and thriving.  Sod will not be accepted in the dormant state.
803.4.2 

803.5  Method of Measurement.  Measurement will be made to the nearest square yard (square meter) of accepted sodded surface area.

803.6  Basis of Payment.  The accepted quantities of sodding will be paid for at the contract unit price.  No direct payment will be made for additional sod bed preparation or for the replacement of sodded areas not accepted by the engineer.
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